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Adopt non-welded tubing flaring
design. Getting more tight after
long time running and avoid oil
leaking.

Excellent melting temperature
control system, More stable of
molding process.
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Standard Nano-infrared heater
bands, melting faster, energy
saving and eco-friend.
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Precision hydraulic oil circuit
control system. Mold opening
brake, smooth high and low
pressure conversion, low force
impact, more durable machine
hinge, mold opening repetition
accuracy canreach 0.1mm.
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Strengthened connecting rod
fulcrum. Stronger rigidity and
the stress transferred more
even, great helpful to avoid
platen broken.
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With Mirle computer from
Taiw an, China. With 6 stage
temperature control.
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The charge adopts high
torque and low speed
motor, w hich improves the
plasticization precision.
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Servo motor driven, energy
saving and more quiet. With
high return on investment
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Solid state relays for temperature

control, melting temperature can
be more precise and reasonable.
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SPECIFICATION

Screw diameter

Screw L/D ratio
Shotvolume

Shot weight-@PS
Injection Pressure

Screw stroke

Opening stroke

Space between bars(H x V)
Movable platen size(Hx V)
Max mold height

Min mold height

Ejector stroke

Ejector force

Number of ejector pins
Hydraulicsystem pressure
Pump motor power
Heater power

Oil tank capacity

Machine weight

Dimensions(L*W=xH)

* We reserve the right to make changesasa result of further technical advantages.

Unit

(L/D)
cm3

Gram

KN
pcs
Mpa
KW

KW

PET210-777

60

24

664

7

134

235

490

530 x 530

780 x 780

550

200

150

62

4+1

16

23

139

230

6.3

6.2x15x22

PET260-1134

67

24

969

1134

136

275

560

580 x 580

850 x 850

580

220

150

62

4+1

16

29

15

270

8

6.7x16x22

PET300-1623

5

24

1413

1623

140

320

610

630 x 630

920 x 920

630

230

150

62

4+1

16

29

17

340

9.1

71x16x22
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PET350-2183 PET400-2977 PET500-3350
83 90 95
24 24 24
1866 2544 3046
2183 2977 3350
141 145 185
349 400
660 730 830
680 x 630 730 x 730 830 x 830
990 x 990 1070 x 1070 1200 x 1200
680 730 830
250 280 320
160 180 220
62 110 152
4+1 4+1 4+1
16 16 16
39 44 19 +19
19.5 23 42
360 420 500
112 13.9 19
7.6 x1.7 x 2.4 82x1.9x25 92x21x26
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